UNDER 100 HP 


400G 4506 550G 650G pes 


5. Track frame covers. 
Frame covers from the rear 
sprocket to the front crossbar 
are now standard equipment. 

These new covers substan- 
tially reduce dirt buildup. 

Even the exposed area 
around the single carrier has 
been redesigned for easier 
cleanout. By mounting the sup- 
port bracket on the inside of the 
track frame, dirt and mud can 
be removed in seconds with a 
track shovel or scraper. 

6. Long track option for 
450G. 

Better traction. More sta- 
bility on inclines. And better 
blade control. They are just a 
few of the benefits of the new 
450G long track option. 

A 6-roller frame puts an 
additional 9.4 inches (240 mm) 
of track on the ground. That 
means an overall footprint of 
over 85 inches (2170 mm) -an 
increase of 11 percent over the 


a Ok 


Faster ground speeds in second and 
third gears give you improved 
grading control and less track spin. 
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standard track option. 
The track is also extended for 
and aft for added stability. 
7. New hydraulic control 
valve. 

Faster response gives you 
better blade control — especially 
during fine grade applications. 

And our new low-effort, 
short-throw valve design 
reduces wear and tear on the 
most important “part” of 
all...the operator. 

8. Remote lubrication for 
dozer pivots. 

John Deere engineers have 
always felt that for a machine to 
stand up to the rigorous 
demands of the contruction 
industry, it has to be easy to 
service. 

That's why they moved the 
grease points for the C-frame 
and the angle cylinder to the 
front of the lift towers. 

9. Stronger grille housing. 

The nose of the New 
Generation of G-Series Crawlers 
has been beefed up substantial- 
ly. This makes them more 
resilient in severe duty applica- 
tions like forestry. 

An optional heavy-duty grille 
screen (shown) is also available. 


The New Generation of G-Series 
Crawlers offer you up to eight 
new improvements. That’s eight 
different ways they can pay off 
for you — not only on the jobsite, 
but at trade-in time as well. 

We invite you to check 
these features out soon. Each 
j has been carefully engineered to 
deliver improved performance 
and reliability. 

1. Improved ground speeds. 
i Feedback from owners of the 
last generation of G-Series doz- 
ers told us that the transmission 
gearing needed to be changed 
(see chart). 

After intensive testing, 
we found that even subtle 
| changes in the gear ratios make 
a big difference in the way a 
dozer performs. 

A few of the benefits of 
these changes are: 
| — Increased speed in second 
and third gears. 
— A much better match of 


The decelerator/declutch pedal — an 
industry exclusive — gives you the 
advantages of both direct drive and 
torque converter transmissions. 


A new hydraulic control valve 
has been added to give you better 


ground speed to grading con- 
trol. 

— Less track spin. 

— Smoother shifting. 

— Added reserve power during 
fully loaded up-shifts from sec- 
ond to third. 

2. Power control/inching 
pedal. 

This ergonomically 
designed feature allows you to 
control power to the tracks while 
maintaining full hydraulic perfor- 
mance. 

The pedal has been engi- 
neered to let you depress it with 
a more natural leg and foot 
motion. 

This means less stress on 
your ankle...a benefit you're 
sure to appreciate when you 
step down after a long day on 
the job. 

3, Decelerator/declutch pedal 

This new feature is an indus- 
try exclusive and is the one fea- 
ture that’s causing the most 


The power control/inching pedal has 
been redesigned to allow for more 
natural leg and ankle motion. 
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excitement. 

What it does is let you 
enjoy the advantages of a 
direct drive transmission and the 
precise control of a torque con- 
verter. 

When you're operating ina 
full-load situation, stay in the 
direct drive mode for more 
power, quicker controls and bet- 
ter fuel economy. 

But when your job calls for 
more precision — like fine grad- 
ing or backfilling around founda- 
tions — you can gradually slow 
crawler movement without shift- 
ing the transmission. Just 
depress the decelerator/declutch 
pedal and the dozer slowly 
comes to a controlled stop. 

Many operators in our 
test program said that the 
decelerator/declutch pedal fea- 
ture lets the crawler operate in 
much the same way as a torque 
converter machine. 

Use the power control inch- 


Fully modulated steering clutches 
and flow-through brakes give you a 
much smoother shifting action and 
longer brake life. 


ing pedal when full engine speed 
and power are required. 


The following changes have 
been incorporated on the 450G, 
550G and 650G. 

4. Fully modulated steering 
clutches and flow-through, oil- 
cooled steering brakes. 

Another John Deere 
exclusive, this unique steering 
system provides fully modulated 
disengagement and reengag- 
ment of the steering clutches. 
This gives you a much smoother 
steering action. 

The addition of a pressurized 
cooling and lubrication system 
gives you smoother brake action 
AND longer brake band life 
(without self-adjusters). 

Excess heat has also been 
eliminated with the addition of 
internal passages near the drum 
surface. This improved design 
allows lubricating oil to circulate 
more freely. 


we ar 
Track frame covers from the rear 
sprocket to the rear crossbar are 
now standard equipment. 
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Building the most popular line of small 
crawlers in North America might have made 
another company rest on its laurels a bit — 
not John Deere. 

Fortunately, we’ve always designed our 
machines around one prevailing philosophy: 

“Just keep making em better...” 

And that’s why the New Generation of 
G-Series Crawlers are continuing their tradi- 
tion of excellence with a big package of 
improvements. 

To understand just how this new package 
of enhancements can make YOU more pro- 
ductive, just call your John Deere dealer. 

After a free, “in the dirt” demonstration, 
you'll know why the New Generation of 
G-Series Crawlers are just one more reason 
why it’s smart to “Run With The Best.” 
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60 HP/400G 


A great little finisher 


The 400G’s compact size and 
low ground pressure make it the 
ideal dozer for all kinds of jobs. 
Maybe that’s why you see so 
many of them in rental fleets. 

But where the 400G real- 
ly shines is when it’s putting on 
the finishing touches. 

Whether you're fine grading 
around a parking lot or backfill- 
ing next to a foundation, this lit- 
tle crawler’s got the manuever- 
ability and the power to deliver 
big-time productivity. 

Like all John Deere crawlers, 
the 400C’s high-torque direct- 
injected John Deere engine 
starts easily and is stingy on 
fuel. Plus, the four-cylinder, nat- 
urally aspirated 239 cu. in. (3.9 
L} diesel has a 25 percent 
torque reserve for plenty of pull- 
through power. Maximum 
torque is 188 lb. ft. (255 Nm) 
at 1300 rpm. 

The John Deere-built Hi- 
Lo-Reverse transmission 
provides power shift conve- 
nience. You can shift between 
high, low or reverse in each of 
four gear ranges without slowing 
or stopping. 

And because the transmis- 
sion Is direct drive, a high per- 
centage of power is delivered 
where it can do the most good — 
to the tracks. Maximum draw- 
bar pull is 12,900 Ib. (57.3 
kN). And when it comes to relia- 
bility, the 400G takes a backseat 
to nobody. Self-adjusting, oil- 


cooled steering clutches and 
brakes last up to three times 
longer than dry-type systems. 
Up front, at the business end 
of the 400G, you get an inside- 
mounted 90 in. (2.29 m) all- 
hydraulic dozer. The blade’s cur- 


SPECIFICATIONS 


Engine: 
Rated power at 2100 rpm..... 


Drawbar ........... eas 

Cylinders ...........cees2e0ee 

Displacement...... ? 

Fuel consumption, typical ... 

Maximum net torque at 1300 rom 
Transmission...... 


vature rolls dirt easily and pro- 
vides good scouring action in all 
kinds of soil. 

A Single T-bar lever makes 
precise grading easier because it 
controls all blade functions: 
raise, lower, float, angle and tilt. 


...60 SAE net hp (45 kW) 

63 SAE gross hp (47 kW) 

12,900 Ib. (57.3 KN) 

4 

239 cu. in (3.9L) 

i 3to 1 9 gal/hr (5.5 to 8.0 Lihr) 
188 Ib. ft. (255 Nm) 

..8-speed, Hi-Lo-Reverse 


Hydraulics: 
DININ aasccnatceavinsecee ...-bar (dual lever optional), 3 function 
Pressure 2750 psi (18 961 kPa) 
Flow.. 11 gpm (46.5 L/min) 
Capacities: 
PU IRS snntcanerewacenieninn 31 gal. (117.3 L) 
COONING SVSPEIT ssiescsscoeecaccsctcscsevscestesnaeteaetee 3.25 gal. (12.3 L) 
Crankcase, including filter.. Poere Hwisvwwsasestarvesevy 8.5 at. (8.0 L) 
Transmission — steering clutch housings s and final drives 14 gal. (53 L) 
Hydraulic reservoir 6 gal. (22.7 L) 
Hydraulic system 8.5 gal. (32.7 L) 


Operating Weight: (with ROPS) 
Standard track .. ’ 


Long track... 


John Deere-built engines have features 
you expect only on larger diesel 

engines - like replaceable wet cylinder 
liners and an oil spray cooling system. 


.. SAE 11,820 Ib. (5362 kg) 


jaaeiie . SAE 12,200 Ib. (5534 kg) 


The Hi-Lo-Reverse transmission pro- 
vides a good work range with eight 
forward speeds. 


LONG TRACK 


70 HP/450G 


Choice of the pros 


Ever since the first 450 rolled off 
the line over 25 years ago, 
operators all over North America 
have really taken to these 
tough, versatile machines. 

And now the New 
Generation of 450G dozers con- 
tinues this legacy of superior 
performance and reliability with 
a full menu of enhancements. 

Perhaps the first feature 
you'll notice on the new 450G, 
is how well it handles. Subtle 
changes in the transmission 
gearing have made a big differ- 
ence in the overall performance 
of these machines. 

By increasing the speeds of 
second and third gears, the 
450G now delivers a better 
match of ground speed to grad- 
ing control. 

You'll also experience less 
track spin, smoother shifting 
and an added reserve of power 
during fully loaded up-shifts 
from second to third. 

Talk to anyone who has 
spent rauch time on a 450G 
and they'll tell you that superior 
balance is an important part of 
its long and productive heritage. 

A 5-roller track frame with 
76 in. (1940 mm) of track on 
the ground gives you plenty of 
traction for precision grading. 

The 450G's 57 in. (1450 


mm) gauge and 16 in. (405 
mm) grousers give it superb sta- 
bility on slopes and unmatched 
agility on soft terrain. Ground 
pressure is a low 6.39 psi (44.1 
kPa) on the standard track. 

And if you need to reduce 
your ground pressure even 
more, choose the 69 in. (1.75 
m) wide track or LGP option 
(see chart on page 25). 

Up front, there's our popular 
96 in. (2.44 m), all-hydraulic 


The Dura-Shift transmission gives 
you maximum power, quick controls 
and unparalleled fuel efficiency... 
PLUS the convenience of power shift. 


The new long track option puts an ad- 
ditional 9.4 in. (240 mm) of track on 
the ground. That's an increase of 11 
percent over the standard track option. 


dozer that has become the 
industry standard. The blade 


boasts an exclusive two position, 


adjustable pitch design. 

And when we say 
“adjustable,” we're not talking 
about special tools or hours of 
wrench work. 

All you need to change the 
blade pitch on the 450G are 
basic tools and about 15 min- 
utes. You also have a choice of 


either T-bar or two-lever control. 


SPECIFICATIONS 
Engine: 


Rated power at 2100 rpm ..........00cee 


PTO ca sapsececcsessccssccassecess: Seasssaapet 


Cylinders ........secesssees 
Displacement . 


Fuel consumption, ‘typical... bs aeaskusetzentaepda 
Maximum net torque at 1300 r PNM sitive 
TEADSSSION 10 coscecsenvoroporeyevansvisseices 


Hydraulics: 
Control........ 


Capacities: 


FUEL LONUS s este rascatesssiza cesascscsepaastaass 


Cooling system... 


Crankcase, including fi filter 


Transmission 


Final drive (each) 0.0.00... p cee eens eees 
Hydraulic reS@rvoir..........-...:cccerecceceseee 


Hydraulic system .. 


Operating wees ‘wan ROPS) ——- 


Standard track... 
Wide track .. 
Long track 
1 SA 


Behr apis tie Lae 276 cu. in. (4,5 L) 
saraataceas 5 to 2.3 gal./hr (4.9 to 8.7 L/h) 
sathbagses Shika pepreeeerse 228 Ib/ft (309 Nm) 
bescamemrceaweateiseperseneetene 4-speed Dura-Shift 


Now, lets talk safety. 

Ever stall the engine on a 
steep grade? It’s a situation 
where an operator can easily 
panic. Especially if he or she 
hasn't been on the job that long. 

But you don’t have to worry 
about dangerous machine 
runaway situations on a 450G 
because it’s equipped with an 
automatic park brake. This 
exclusive feature engages when- 
ever the engine stops. 


Seti gaweedh oesssevaieesaa 70 SAE net hp (52 kW] 


74 SAE gross hp (54.5 kW) 


Ssesqepatasseeesees akapsaeee 19,770 Ib, (87.9 KN) 


: coptstpateyyeseeeeesseeae P-Dar, (dual lever optional), 3 function 
PURSUING 5. scsse acc ssesccccaaspassiesnecanssitassscentseoiepiamnageae 2750 psi {18 961 kPa) 


FRI cacicodin'og'sh'y n't eve ens'vreryyreSO REIS 


17 or 23 gpm (64 or 87 L/min) 


aisaavanbudandvaronadatesdlsciaye 41 gal. (155.2 L) 


1B qt. (17.0 L) 
9 qt. (8.5L) 
22.5 gal. (85.2 L) 

worl C(G.6.U] 


comaupreresciciieeral LOM SRL 


14.6 gal. (55.3 L) 


SAE 15,500 Ib. (7054 kg) 
.. SAE 16,875 Ib. (7655 kg) 
SAE 16,100 Ib, (7303 kg) 
SAE 17.420 Ib. (7902 kg} 


80 HP/550G 


A crawler with that pioneering spirit 


Here’s a crawler that’s made to 
show up on a tough jobsite and 
“get down!” 

Need to grub some stumps? 

No problem! 

Have to move large rocks? 

Have at it! 

The 550G has proven itself 
to be a crawler that you can 
count on to be productive even 
when the terrain gets testy. 

Beneath the hood, a 276 
cu. in. (4.5 L) direct-injected, 
turbocharged, 4-cylinder diesel 
delivers 80 horsepower (60 
kW). Maximum torque is 260 
lb-ft (353 Nm) at 1300 rpm. 
Torque rise is an impressive 30 
percent. 

All that power is put to work 
through a John Deere designed 


and built Dura-Shift transmission, 


This innovative transmission 
delivers maximum power and 
fuel efficiency. Plus you get the 
convenience of no-clutch, full- 
power-shift operation. 

Four forward gears plus four 
reverse gears give the 550G a 
broad work range. In addition, 
there's a power control/inching 
pedal that lets you control 
power to the tracks while main- 
taining full hydraulic perfor- 
mance. 

And what's more, second 
and third gear ratios have been 
massaged to give you more 
comfortable working speeds. 

The 550G also delivers a 
better match of ground speed 
to grading control than ever 
before. 

You'll also experience less 
track spin, smoother shifting 
and an added reserve of power 
during fully loaded up-shifts 


from second to third. 

With 85.4 in. (2169 mm) of 
track on the ground and its 6- 
roller track frames, the 550G 
may well be the best grading 
compact crawler under 100 
horsepower. 

The balance and stability of 
the 550G are also outstanding. 
A 61 in. (1550 mm) track 
gauge and 18 in. (457 mm) 
grousers make it stable on steep 
grades and nimble on soft 
ground. Ground pressure is a 
low 5.58 psi (38.5 kPa). 

The major reason the 550G 
iS SO productive Is its quick con- 
trols. The 17 gpm (64 L/min) 
hydraulic system delivers plenty 
of blade power and response. 

And the new hydraulic con- 
trol valve gives you faster 
response times. Improved 
metering means better blade 
control — especially during fine 
grading applications. 

The new low-effort, short- 
throw valve design also 
reduces Wear and tear on the 
most important “part” of 
all...the operator. 

The 104 in. (2.64 m) wide 
all-hydraulic blade makes the 
550G a crawler that’s easy to 
work with. The steeper blade 
curvature rolls dirt easier, 


The 550G excels in heavier applica- 
tions because of changes in the gear 
ratios. Second and third gears are 
now closer together to give you more 
comfortable working speeds. 


improves grading ability and 
provides better scouring action. 

The blade also boasts an 
exclusive two position, 
adjustable pitch design that lets 
you select the right pitch for 
each job. 

And when we say 
“adjustable,” we're not talking 
about a trip back to the shop for 
a half-day “wrench session.” 

The blade pitch on the 550G 
can be easily changed on the 
jobsite with basic tools in about 


SPECIFICATIONS 
Engine: 


Rated power at 2100 rpm... cccccceees cece eceeeeteeceee 


Drawbar yaa ay 
CYMINGeLs 2... eseesereseerees 
Displacement . 4 
Fuel consumption, typical... 


Maximum net torque at 1300 PPI faa gainpoegscqesees 


Transmission... 

Hydraulics: 
CSIMEDOL. xt; .ccnmecsssasssectnaepavsenreee : 
POSSUPE ..0. 20. es cece ees cee see 


Capacities: 
Fuel tank. 
Cooling system .. ; 
Crankcase, including filter. 
Transmission . eed ee 
Final drive (each) Wenepnet 


Hydraulic TESCIVOIL, .........-:ccessecesssrsteeseceereeeneeea tens 


Hydraulic system ...,..., 


Operating Weight: (with ROPS} a 


Standard track .. 
Wile GOGH ss ecscescescccsaes 


With 82-in. (2083 mm) of track on 
the ground, a 6-roller undercarriage 
provides a solid working base. 


15 minutes. 

No one has a bigger com- 
mittment to safety than John 
Deere. 

That's why the 550G is 
equipped with an automatic 
park brake. This exclusive fea- 
ture engages whenever the 
engine stops. 

Think about that the next 
time you stall the engine ona 
steep grade or watch an inexpe- 
rienced operator load your 
crawler onto a trailer. 


BO SAE net hp (59.5 kW) 
83 SAE gross hip (62 kW) 
,...24,008 Ib. (106.8 


- “276 ¢ cu, in (4. 524 ‘ 
16 to 2-4 gal, ihr (6.1 to 9.1 L/h) 
...260 Ib/ft (353 Nm) 

....4-speed Dura-Shift 


_..T-bar (dual lever optional), 3 function 


s-2750 psi (18 961 kPa} 
17 or 23 gpm (64 or 87 L/min) 


41 eal. (155.2 L) 

18 qt. (17.0 L) 

13S qt. (12.3 L) 
..22.5 gal. (85,2 L) 
10 qt. (9.5 L} 
..10 gal. (37.8 L) 
14.6 eal. (55.4 L) 


SAE 17,150 Ib, (7780 kg) 
SAE 18,000 Ib. (8165 kg) 


The decelerator/declutch pedal lets 
you stop crawler movement without 
shifting the transmission into neutral. 


90 HP/650G 


Top of the line — first in productivity! 


When you put this much perfor- 
mance into a “small” crawler, 
the results are dramatic. The 
650G, with it’s outstanding 
power-to-weight ratio, is an 
amazing package of power and 
agility. 

To begin with, the 650G 
is compact — only |3 ft. 4 in. 
(4.07 m) in length and 9 ft. 
(2.72 m) in height. That means 
you can take this machine onto 
the most cramped jobsites and 
work circles around bigger 
machines. 

Next, factor in the 650G’s 
low, 6.26 psi (43.2 kPa) ground 
pressure. This crawler has proven 
itselfas a “mudder” in the slop- 
piest of weather conditions. 

But you know that getting a 
machine onto a jobsite is only 
half the battle. Once it’s there, it 
has to have the power to be 
productive. And that's another 
place that the 650G comes 
through for you. 

A 90 horsepower (67 
kW) turbocharged diesel 
gives the 650G the guts it 
needs for the really tough jobs. 
Test it out grubbing stumps or 
skidding logs up steep hillsides — 
this crawler will make a believer 
out of you! 

Add to these the traditional 
John Deere features such as 


~ 


‘ 


For more strength and durability in 
severe duty applications like forestry, 
install the optional heavy-duty grille 
screen, 


replaceable wet-type engine 
sleeves, modulated steering 
clutches and oil cooled brakes 
and you have a good idea of the 
kind of crawler the 650G is 
designed to be. 

The Jonn Deere-built, 4- 
speed, Dura-Shift transmission 
has been engineered to deliver 
maximum power and fuel effi- 
ciency. Plus you get the conve- 
nience of no-clutch, full-power 
shift operation. 

For even more versatility, 
we added the new decelera- 
tor/declutch pedal - 
industry exclusive, 

It lets you enjoy the advan- 
tages of both direct drive and a 
torque converter transmission. 

When you're operating in a 
full-load situation, stay in the 
direct drive mode for more 
power, quicker controls and bet- 
ter fuel economy. 

But when the job calls for 
more precision — like when 
you're fine grading or backfilling 
around foundations — you can 
gradually slow crawler move- 
ment without shifting the trans- 
mission. Just depress the decel- 
erator/declutch pedal and the 
dozer slowly comes to a con- 
trolled stop. Many operators say 
that the decelerator/declutch 
pedal feature lets the crawler 


The new low-effort, short-throw 
valve design gives you better blade 
control — especially during fine 
grading applications, 


operate in much the same way 
as a torque converter machine. 

There's another important 
thing to remember about the 
650G and that's its heavy-duty 
construction. 

The bulldozer C-frame is con- 
structed of tubular steel for max- 
imum strength. Its one-piece 
design has few welds, so there’s 
virtually no chance of cracking. 
Next, the totally welded, unitized 
mainframe gives the 650G the 
strength to “stare down” the 
most demanding jobs. 

And then there's the 1000 
lb. (454 kg) nodular iron trans- 
verse case. Its “modular” design 
protects vital drivetrain compo- 
nents and makes major service 
infinitely easier. 

At the base of it all, the 
650G’s Dura-Trax ™ 6-roller 
undercarriage puts 85.6 inches 
(2174 mm) of deep-hardened 
track on the ground. 


SPECIFICATIONS 
Engine: 


Rated power at 2100 Mpi’:..,....-::e:cres-crecceneceseereneereeees 


POPAWESIE 9 ce5cp es neersparessea cesssartsgsssnssa se iaspsibgeshcdbbgnnaes 


Cylinders .. 
Displacement .. = 
Fuel consumption, ‘ypical... 


Transmission. 
Hydraulics: 


PILES 8 ccs 24 soca tevectentzeate easton stpeeees 


Pressure ..., 


BU Cal Bicones rverrcnernmnvatenniventiene 
GCOGIMESHSRERT.. cos aconscrosareodevoddonunediecse 
Crankcase, including filter... 2.22.22. ,.2. ce cep ecseneeesepeevepenteenereperens 


TTANSTOISSIOO icsrcecvecserts ovesey sca vescnusisuseseverstessvessvecsoressieesveqare 
Lal Ber cath 5 pees arene ae A apn Wie pias cen etae aneeeh eed EPS ao 


Hydraulic reservoir... 
Hydraulic system... 


Operating necked (with a ottiiastindll 


Standard track,, 
Wide track .. 


If you work in abrasive 
soils, the incredible wear char- 
acteristics of Dura-Trax under- 
carriage will prove to be a real 
advantage, 

The front idler, carrier rollers 
and strutted track links are all 
sealed for utmost protection 
against the elements. Plus the 
grousers are through-hardened. 

In these days of increasing 
anxiety over liability and rising 
insurance costs, you're sure to 
like our automatic park brake 
feature. 

The automatic park brake is 
a John Deere exclusive and 
comes standard on the 6506, It 
engages whenever the engine 
stops, so dangerous machine 
runaway situations are avoided. 

Turn the page and find out 
more about more features that 
set the New Generation of G- 
Series Crawlers apart from the 
competition. 


90 SAE net hp (67.5 kW) 
95 SAE gross hp (71 kW) 
..25,270 Ib, (112.4 kN) 
A 

“216 cu. in. 1. (4. 524 L) 


peassvace A Bto?. 8 gal. hr (6.8 to 10.6 L/h) 
Maximum net torque at 1300 rpm. als prtssnenaespedenere we reasegriGeat 293 Ib/ft (397 Nm) 


...4-speed Dura-Shift 


T-bar (dual lever optional), 3 function 
.2750 psi (18 961 kPa) 


Tae on mie or r 23 gpm (64 or 87 L/min) 


raywwsracviswecesmesirectpesseredy 41 gal. (155.2 L) 
mae oetevecastiteaareee Ras yekayeibe 18 qt. (17.0L) 


13at. (12.3) 
22.5 gal, (85.2 L) 
10 qt. (9.5 L) 
10 gal. (37.8 L} 
..-15 gal, (56.8 L) 


SAE 19,300 Ib, (8755 kg) 
....SAE 20,155 Ib. (9124 kg) 


Please take a Seat... 


...In the most comfortable oper- 
ator’s station in the industry. 

It has never ceased to amaze 
us that so many of our competi- 
tors seem to lose interest when 
it comes to designing their oper- 
ator stations. 

That's certainly not the case 
at John Deere. 

Our engineers understand 
that no machine can be truly 
productive if the operator is 
overly fatigued or his back is 
killing him. 

So step up onto a G-Series 
Crawler’s platform with its flat, 
walk-through, slip-resistant floor. 

Then, slip into the comfort- 
able, fully padded, high-back 
seat. We're guessing that it'll 
take about three seconds for 
you to realize that this is where 
you belong. 

Next, slide the seat forward 
or backward until your legs and 
ankles are in the right position. 

Now, adjust the armrests up 
or down until your arms and 
wrists have maximum mechani- 
cal advantage. 

If your dozer is equipped with 


For optimum comfort, choose 
the optional, fully adjustable sus- 
pension seat. 


the optional, fully adjustable 
suspension seat, you'll want to 
set the bottom cushion firmness 
So it feels just right. 

Now comes the moment of 
truth. Start up the engine, put it 
in gear and take this machine for 
a little spin around the jobsite. 

The first thing most peo- 
ple notice is how much bet- 
ter the visibility is from the 
seat of a G-Series dozer. 

The raised platform, narrow 
control panel, sloped hood and 
low-profile blade cylinder towers 
were thoroughly thought out to 
give you Clear sight lines to both 
the blade and the surrounding 
work area. 

You'll find the view to the 
rear iS equally clear. The position 
of the fuel tank and the sloped 
sheet metal design let you keep 
an eye on rear mounted equip- 
ment without craning your neck. 

A large ROPS provides oper- 
ator protection without restrict- 
ing visibility. And if you work at 
night, you'll like the three 
ROPS-mounted, halogen flood- 
lights (optional). 
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The T-bar blade control lever adjusts 
up and down to fit your specifica- 
tions. Two-lever control is optional. 


At this point, you're probably 
sold, but don’t stop yet. You 
won't be able to fully appreciate 
how operator-friendly this 
crawler is until you actually start 
to work with it. 

Once you put the dozer 
under load, you'll see that the 
controls are right where they 
ought to be. Transmission and 
throttle controls are to your left. 
Hydraulic controls are to your 
night. 

Now, check out the T-bar 
blade control lever. It feels so 
comfortable that you'd swear it 
was an extension of your hand. 

(A two-lever control option is 
available on 450G, 550G and 
650Gs only.) 

Down on the floor, there's 
the power control inching pedal 
to the left and the declutch/ 
decelerator pedal to the right. 

And last — but certainly not 
least — there's the accurate, 
easy to understand electronic 
monitor/alarm system. A visible 
or audible alert will tell you if 
there’s a problem on six vital 
machine functions. 
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Operators come in different sizes and 
shapes. That’s why we designed the 
armrests to adjust up and down to 
give you more comfort and control. 


eee 
The staggered roller spacing design 
reduces wear and vibration. 


Dura-Trax” undercarriage: More stability... 
smoother ride...tough as nails! 


We admit to taking great pride 
in our undercarriage. 

In fact, we believe that Dura- 
Trax undercarriage does more 
to add long-term value to the G- 
Series line of crawlers than any 
other feature. When you take 
into consideration that 50 per- 
cent of your maintenance costs 
are undercarriage related, it’s 
not a hard argument to make. 

Here’s why: 

Point 1: First, there’s the 
metal. The track links are forged 
from a special boron-steel alloy 
that allows deeper heat treating. 

Point 2: The rail surfaces are 
more wear resistant because 
they're induction hardened. 

Point 3: Pins and bushings 
are precision machined, induc- 
tion hardened and then sealed 
from abrasives. 

Point 4: Drive sprockets are 
cast from a wear resistant steel 
alloy. Wear surfaces and teeth 
are then induction hardened. 


Standard track 69.3 in. (1.8 m) 76 in. (1.9 m) 85.4 in. (2.2 m) 85.6 in. (2.2 m 
Wide track NA 76 in. (1.9 m) 85.4 in. (2.2 m) 85.6 in. (2.2 m)} 
Long track 78 in. (1.98 m 85.4 in.(2.2 m) NA NA 

LGP NA 85.4 in. (2.2 m) NA 

GROUND PRESSURE 400G 450G 550G 650G 

Standard track 6.1 _psi(42 kPa) 6.39 psi(44.1 kPa) 5.58 psi (38.5 kPa) 6.26 psi (43.2 kPa) 
Wide track NA 4.62 psi (31.9 kPa) 4.40 psi (30.3 kPa) 4.9 psi (53.8 kPa) 
Long track 5.6 psi (38.6 kPa) 5.89 psi (40.6 kPa) NA NA 

LGP NA 4.25 psi (29.3 kPa) NA 

TRACK GAUGE 400G 450G 550G 650G 

Standard track 50 in. (1.3 m) 57 in. (1.8 m) 61 in. (1.6 m) 61 in. (1.6m 
Wide track NA 69 in. (1.8 m) 69 in. (1.8 m) 69 in. (1.8 m) 
Long track 50 in. (1.5 m) 57 in. (1.5m) NA NA 

LGP NA 69 in. (1.8 m) NA NA 


Point 5: Track rollers are 
forged from a carbon boron 
alloy steel and then deep heat 
treated for a good core hardness. 

Point 6: Heavy-duty track 
frames provide a solid working 
base. 

Point 7: Carrier and bottom 
rollers are through-hardened, 
then inductioned hardened to 
help ensure long life. 

But it’s not just superior 
metallurgy that separates the 
Dura-Trax undercarriage from all 
the will-fit undercarriages that 
dot the landscape these days. 

It’s also the design and work- 
manship we put into Dura-Trax 
undercarriage that give it such 
excellent day-to-day perfor- 
mance. 

Take the smooth ride, for 
example. Final drives are 
mounted so they are indepen- 
dent of track frames. This helps 
insulate you and vital drivetrain 
components from vibration. 


Then, there’s our unique 
staggered roller spacing design 
that also helps reduce wear and 
smooths out the ride. 

What's more, Dura-Trax 
undercarriage offers you more 
options than the competition 
(see charts). 

At John Deere, we under- 
stand that in the construction or 
forestry business, equipping your 
machine with exactly the right 
undercarriage can mean the dif- 
ference between “making it” and 
“breaking it.” Why not ask your 
John Deere dealer to explain the 
advantages of Dura-Trax under- 
carriage to you in more detail? 
You'll see quickly that Dura-Trax 
undercarriage was designed and 
manufactured by people vitally 
interested in giving your crawler 
an undercarriage that not only 
holds up, but gives you optimum 
performance. 


The best blade in the business 


It makes sense that John Deere 
makes the best dozer blades in 
the business. 

After all, we've been making 
the best plows for over 150 
years. Obviously, many of the 
principles we use to turn dirt 
over ona farm also apply to.a 
dozer blade. 

But the main similarity is 
durablity, For greater strength, 
the C-frame is constructed of 
heavy-duty square tubing. Its 
curved design eliminates welded 


comers and adds extra strength. 


Traditionally, G-Series 
Crawlers have been known for 
outstanding grading perfor- 
mance. The biggest reasons for 
this are superior blade control. 

Now, the new hydraulic 
control valve, with its low- 
effort, short-throw design gives 
you even better blade control 


because of its faster response 
time. 

And when it comes to 
blade tightness, John Deere is 
the clear choice of operators 
who need a blade that delivers 
an accurate grade every time. 

All you have to do is listen to 
blades on competitive machines 
rattle and clank around a jobsite 
and it’s no wonder they get 
Knocked for being sloppy. 

Look at the blade mounting 
holes on John Deere blades - 
they're line-bored to ensure a 
tight fit. Now, see how the C- 
frame and control cylinders are 
fastened to the rear of the 
blade...it’s easy to understand 
why this is a blade that won't 
loosen up after a few hundred 
hours. 

Next, check how our 
unique pitch adjustment arm 


holds the blade securely in 
place. When you take all these 
features into account, it’s pretty 
easy to see why no dozer blade 
grades like a John Deere. 

Speaking of blade pitch, 
here’s another area where G- 
Series Crawlers dig circles 
around other blades. Our exclu- 
sive 2-pitch design lets you 
change blade pitch in about 15 
minutes with a few basic tools. 

For example, if you're work- 
ing in soft soil, adjust the blade 
so it lays back for both more 
production and better control. 

On the other hand, when 
you need the blade to penetrate 
more aggressively, just change 
the blade attitude to the forward 
position. Keep the blade in the 
forward position when working 
in stockpile applications for bet- 
ter dirt shed. 


BLADE DIMENSIONS* 400G 450G 550G 650G 

Blade height 28.6 in. (727 mm) 52.8 in. (835 mm 32.9 in, (846 mm) 54,1 in. (866 mm) 
Blade ground clearance 31.4 in. (796 mm) 43 in, (838 mm) 34 in, (864 mm) 36 in, (914 mm) 
Digging depth 20.6 in. (522 mm) 16.7 in.(423 mm) 17.6 in. (446 mm) 16,5 in. (418 mm) 
Blade angle 25 degrees 25 degrees 25 degrees 25 degrees 

“All Dlages are interchangeable between the 450G, 5506, 6506 

BLADE WIDTH’ 400G** 450G 550G 650G 

Standard track 7.5 ft, (2.5m) 8 ft. (2.4 m) 8.8 ft. (2.64 m) 8 ft. B in. (2.64 m) 
Wide track NA 10 ft. (3.05 m) 10 ft, (3.05 m) 10 ft, (3.05 m 
Full angle (standard track) 82 in, (2.1 m) 87.5 in. (2.2 m) 94.8 in. (2.4 m) 94.8 in. (2.4 m) 
Full angle (wide track) NA 109.2 in, (2.8m) 109.2 in. (2.8 m) 109.2 in. (2.8 m) 
“All blades are interchangeable between 450G, 550G, GS0G Crawiers. Ten-toot blades are Meld installed 

**7-foot (2.2 m) blades are available on 400G Crawlers, The full angle dimension for the 7-foot (7.2 m) blade is 76.6 in. (1945 mn) 

BLADE TILT 400G" 450G 550G 650G 

Standard track 9.74 in. (247 mm) 14,4 in, (568 mm) 15.3 in, (388 mm) 15,4 in. (388 mm) 
Wide track NA 18 in. (457 mm) 17 in. (433 mm) 17 in. (453 mm) 
*Blave capacity shown in the chart 6 fora 7+foot Seinch (2.5 m) blade. Blade tit for the 7-toot (2.2 m) blade is 9.74 m, (247 mm) 

BLADE CAPACITY (SAE) 400G" 450G 550G 650G 

Standard track 1.12 yd* (86. m*) 1.63 yd* (1.3 m‘) 1,86 yd’ .(1.4 m') 2.) yd'.(1.6 m*) 
Wide track NA 2.) yd? (1.6 m') 2.1 ya? (1.6m) 2.1 yd" (1.6 m') 


“Capacity shown in te enart is fora 7-loor S-in, (2 3m) blade Blade capacity for the 7-foot blade is | 04 yd" [ 


797 m'! 


This blade also has excel- 
lent scouring characteristics. 
The steeper curvature and 8- 
inch (204 mm) recessed cutting 
edge rolls dirt easily in any kind 
of soil condition. 

Because operators are like 
jobsites — no two are alike — we 
also give you the choice of 
either T-bar or two-lever control. 
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An adjustable T-Bar lever gives one- 
hand control of blade functions. Two- 
lever control is also available. 


Blade pitch can be changed right on 
the jobsite with basic tools in about 
15 minutes. 


The blade fastens directly to the C- 
frame, which is made of tubular steel 
for added strength. 


Superb ease of servicing is why 


mechanics swear by G-Series Crawlers 


You'll probably have to put 
quite a few hours on your G- 
Series Crawler before you fully 
appreciate how much easier it is 
to service. 

There are lots of reasons why 
the G-Series Crawlers are so 
easy to work on, but the design 
concept of modularization 
undoubtedly explains it best. 

Modularization means 
that major components such 
as the engine, transmission, 


To make it easier to lubricate the 
dozer pivots, the grease points 
for the C-frame and the angle 
cylinder were moved to the front 
of the lift towers. 


Heavy-duty John Deere built engines 
have hardened, replaceable wet 
cylinder liners for longer engine life. 


final drives, steering system 
and track frame can all be 
removed independently. 

The separate mainframe also 
provides unequaled structural 
integrity, 

Every mechanic knows that to 
fix something, you have to be 
able to get at it first. That’s a big 
reason for putting the transmis- 
sion and steering control valves 
on top of the transverse case. 

Plus, you also have excellent 


Ease of servicing means paying 
attention to the little things. That’s 
why the exposed area around the 
single carrier has been redesigned 
for easier cleanout. 


eee BL ATS es 
The addition of a pressurized cooling 
and lubrication system gives you 
smoother brake action AND longer 
brake band life. 


service access to the steering 
brakes and clutches through the 
rear transverse case cover. And 
you won't be looking at hours of 
wrench work to get to the 
hydraulic pump and the drive- 
shafts either, 

As with all John Deere 
machines, daily and periodic 
servicing is simple. 

Dipsticks, filters and fluid 
fill tubes are located behind 
logically placed access doors and 
easily removed panels. Fuel and 
hydraulic filler necks are clearly 
marked and sensibly located. 

Once you know the inside 
story of the G-Series Crawler line 
it'll be crystal clear why people 
who work on them, swear by 
them. So whether you do your 
own service work or pay some- 
one else to do it, service ease is 
just one more reason to choose 
John Deere G-Series Crawlers. 


All major components are attached 
to the rugged one-piece mainframe. 
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The right tool for any job 


If versatility is the key to your 
operation, then you're looking 
at the right line of dozers. 

The New Generation of G- 
Series Crawlers are famous for 
being highly adaptable 
machines. Not only are they 
available in a wide variety of 
configurations, but they can 
also be equipped with an 
impressive selection of options 
and attachments. 

Each addition can open new 
job opportunities and help make 
the most of your investment. 

If your business is 
forestry and you've never seen 
a wide track 650G Crawler skid 
logs down a steep hillside, 
you're really missing something! 

These crawlers can let you 
work in areas where convention- 
al, rubber-tired skidders just 
can’t be productive. Equip a G- 
Series Crawler with a new 4000 
Winch, limb risers and a full 
brush screen and it will turn in a 
day's work that will amaze you. 

If you do a lot of sewer work 
or other excavating jobs, you 
should check out our new 
9310G Detachable Backhoe. It 
will be a challenge to find a dig- 
ging job it can’t handle. It fea- 
tures 2-lever control and has a 
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maximum digging depth of 14 
ft. 3 in. (4.55 m) with a reach of 
17 ft. 6 in. (5.3 m). 

Need a ripper? We've got 
them in both radial or parallelo- 
gram styles. Three shanks are 
standard, five are optional. 

Slopeboards, sidebooms, 
cable plows and a wide variety 
of other attachments are also 
available. 


The parallelogram ripper is 
recommended when you need precise 
depth control. 


Whether you have to deal with “too 
hot” or “too cold,” our cab option will 
make foul weather a lot less painful. 
Tilt-out windows give you plenty of 
ventilation when the conditions are a 
little more agreeable. 


We could go on, but perhaps 
the best advice we can give you 
is to sit down with your John 
Deere dealer and explain your 
problem to him. He has access 
to a large number of other spe- 
clalized tools and attachments. 

All it takes to put the right 
tools on your crawler is a little 
imagination and the know-how. 
We'll help you. 


y 2 ee 
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The 9310G Detachable Backhoe 
lets you go from dozer to backhoe 
in minutes. 
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The new 4000 Winch features 
direct drive and includes a wet multi- 
disk clutch and adjustable free- 
spool effort. 
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DIMENSIONS 
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60 HP/400G 

A. Overall height 8 ft. 2 in. (2.49 m) 
B_ Length of track on ground (standard track) 69.3 in. (1.76 m) 
B Length of track on ground (long track) 78 in. (1.98 m) 
C Overall length 11 ft. 11 in. (3.64 m) 
D Blade height 28.6 in. (727 mm) 
E Blade width at full angle 82 in. (2.1 m) 
F Blade width 90 in. (2.5 m) 
Others: Standard Track Long Track 

Weight-SAE (w/ROPS) 11,820 Ib. (5362 kg) 12,200 Ib. (14 725 kg) 
Undercarriage ground psi 6.1 psi (42 kPa) 5.6 psi (48.6 kPa) 

Track gauge 50 in. (1270 mm) 50 in. (1270 mm) 
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A Overall height 
B Length of track on ground (standard track) 
B Length of track on ground (wide track) 
B_ Length of track on ground (long track) 
B_ Length of track on ground (LGP track) 
C Overall length 
D_ Blade height 

E Blade width at full angle (standard track) 
E Blade width of full angle (wide track) 
F Blade width (standard track) 
F Blade width (long track) 


Note: Blades are interchangeable. 


8 ft. 10 in. (2.7 m) 
76 in. (1950 mm) 
76 in. (1930 mm) 
85.4 in. (2169 mm) 
85.4 in. (2169 mm) 
13 ft. 4 in. (4.07 m) 
53 in. (848 mm) 
87.5 in. (22235 mm) 
109.4 in. (2775 mm) 

8 ft. (2.4 m) 
10 ft. (3.05 m) 


Others: Standard Track Wide Track Long Track LGP Track 

Weight SAE (w/ROPS) 15,550 Ib. (7054 kg) 16,875 Ib. (7655 kg) 16,100 Ib. (7303 kg) 17,420 Ib. (7902 kg) 
Undercarriage ground psi 6.39 psi (44.1 kPa) 4.62 psi (41.9 kPa) 5.89 psi (40.6 kPa) 4.25 psi (29.3 kPa) 
Track gauge 57 in. (1.45 m) 69 in. (1.75 m) 57 in. (1.45 m) 69 in. (1.75 m) 


80 HP/550G 


A. Overall height 8 ft. 11 in. (2.72 m) 
B Length of track on ground 85.4 in. (2169 mm) 
C Overall length 13 ft. 4 in. (4.07 m) 
D_ Blade height 2 ft. 8.9 in. (8436 mm) 
E Blade width at full angle (standard track) 94.8 in. (2407 mm) 
E Blade width of full angle (wide track) 109.2 in. (2774 mm) 
F Blade width (standard track) 8 ft. 8 in. (2.64 m) 
F Blade width (wide track) 10 ft. (4.05 m) 


Note: Blades are interchangeable. 


Others: Standard Track Long Track 
Weight-SAE (w/ROPS) 17,150 Ib. (7780 kg) 18,000 Ib. (8165 kg) 
Undercarriage ground psi 5.58 psi (38.5 kPa) 4.40 psi (50.4 kPa) 
Track gauge 61 in. (1550 mm) 69 in. (1 750 mm) 


90 HP/650G 


A Overall height 9 ft. (2.74 m) 
B Length of track on ground 85.6 in. (2174 mm) 
C Overall length 14 ft. 4 in. (4.07 m) 


D_Blade height 2 ft. 10.1 in. (866 mm) 
E Blade width at full angle (standard track) 94.8 in. (2407 mm) 


Blade width of full angle (wide track) 109.2 in. (2774 mm) 
F Blade width (standard track) 8 ft. 8 in. (2.64 m) 


F Blade width (wide track) 10 ft. (3.05 m) 


Note: Blades are Interchangeable. 


Others: Standard Track Long Track 
Weight-SAE (w/ROPS) 19,300 Ib. (8755 kg) 20,1 15 lb. (9124 kg) 
Undercarriage ground psi 6.26 psi (43.2 kPa) 4.9 psi (45.8 kPa} 
Track gauge 61 in. (1550 mm) 69 in. (1 750 mm) 


Due to constant product improvements, material, specifications, and design are subject to change without notice. 
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DKA1924 Litho in U.S.A. (91-12) 


The 
JDAdvantEDGE 


It’s a no-cost extra that 
comes with every G-Series 
Crawler. It’s a huge pack- 
age of support programs, 
parts systems, warranty 
plans, finance packages and 
dealer resources all dedicat- 
ed to giving you the edge. 


| JOHN DEERE | 


RUN WITH THE BEST” 


